R1200 (CamHead) Tool Lists:

Overall: 

· Torque Wrench

· Rags

Gas Tank:

· Flat Blade Screwdriver

· 5mm Allen

· 4mm Allen

· T-27 Torx

· T-30 Torx

· Ratchet

· 3” or 6” extension

Transmission Oil:

· Funnel

· 19mm Socket

· 8mm Allen

· Ratchet

· 3” or 6” extension

Oil Change:

· Oil Filter Wrench

· 8mm Allen

· Filler Plug Tool (Factory or other)

· Ratchet

· Drip Pan

· T-30 Torx

Brake Bleed:

· T-40-Torx

· 7mm Wrench

· 8mm Wrench

· 3” or 6” extension

· Ratchet

· 2’ of ¼” plastic hose*

· Empty Water Bottle*

· *Use “Speed Bleeder” Bleeder Bag Instead

· Master Cylinder Cap Removal Tool (Factory or Length of String)

· 2 Door Shims, Plastic Preferred

Alternator Belt:

· T-20 Torx

· T-25 Torx

· Flat Blade Screwdriver

· 6” X 1” X1/8” (thick) Plastic Sheet

· 12” Crescent Wrench (Alternate Install Method)

Final Drive:
· T-40-Torx

· T-45-Torx

· Ratchet

· Graduated Squeeze Bottle

· Drip Pan

Valve Adjustment:

· Caliper, 

· T-40-Torx

· T-27-Torx

· Angled Pic

· Plug Wire Tool

· Feeler Gauge Set

· Ratchet

· Needle Nose Pliers

· 6” Extension

· 14mm Spark Plug Socket

· 10mm Open End Wrench

· Drip Pan

Reading fault memory:

· Setting service-due date and service countdown distance

· GS 911 Diagnostic Tool

Correcting engine synchronization (for maintenance):

· Pliers

· Screwdriver

· 10mm Wrench

· Throttle Sync Tool

Checking spoke tension, adjusting if necessary:

· 2mm Allen

· T-30 Torx

